


The Largest “Standard Product” Size Range in the Industry

Pipe  &  Fittings

General  Pipe  Data
Pipe

Series
Size

Range
Inner

Corrosion
Barrier

**Pressure
Rating 

Temperature
Rating

Epoxy Amine or *E-Plus 
(Proprietary Epoxy) 50 – 100 1” – 30” .100” 250 psi 275°F

Vinyl Ester
or

Novolac

30 – 60
40–60

50 – 100

2” – 30”
1” – 30”
1” – 30”

.060”

.060”

.100”

250 psi
300 psi
250 psi

215/290°F
215/290°F
215/290°F

FGD
Epoxy or Vinyl Ester 50 – 100 1” – 30” 100” 250 psi 245/275°F

Marine - Offshore
Epoxy 90 – 60 1” – 20” .060” 150/250 psi 235°F

Double Contained
Epoxy or Vinyl Ester

30/30 – 60/60
40/30 – 60/60

50/30 – 100/60

2” – 24”
2” – 24”
2” – 24”

.060”/.060”

.060”/.060”

.100”/.060”

150 psi
150 psi
150 psi

215/275°F
215/275°F
215/275°F

*E-Plus is avaliable in pipe series 40 – 60 & 50 –100 only.
** Pressure ratings are pipe size specific. Please refer to specification sheets.




